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NOTES:

1. THE RAMP LENGTH IS NOT REQUIRED TO EXCEED 15 FEET. THE

RAMP SLOPE MAY EXCEED 12:1 IF THE SITE CONDITIONS

PREVENT THE USE OF A RAMP 15 FEET LONG.

2. IN AREAS WHERE THE GUTTER HAS A SLOPE 1" IN 1' END NORMAL

GUTTER SLOPE AT A DISTANCE OF 6 TO 10 FEET FROM THE RAMP

AND BEGIN TRANSITION TO A FLAT GUTTER SLOPE.  NORMAL

GUTTER SLOPE SHALL BE RESUMED AT A SIMILAR DISTANCE

BEYOND THE RAMP.

3. TYPE A  IS THE PREFERRED RAMP STYLE.

4. TYPE B RAMPS ARE NORMALLY USED WHEN SPACE IS NOT

AVAILABLE FOR A LANDING AT THE TOP OF A TYPE A RAMP.

5. TYPE D RAMPS ARE NORMALLY USED WHEN THE SIDEWALK TIES

DIRECTLY INTO THE CROSSWALK.

6. WHEN THE RAMP CENTERLINE IS NOT PERPENDICULAR TO THE

CURB A LEVEL LANDING AREA WITH SLOPES LESS THAN 2.08%

MUST BE PROVIDED AT THE BOTTOM OF THE RAMP.

7. BACK OF SIDEWALK SHALL BE LOCATED AS SHOWN IN THE PLANS

OR AS DIRECTED BY THE ENGINEER SO AS NOT TO ENCROACH

INTO THE REQUIRED LANDING AREA.
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SIDEWALK

TYPICAL LOCATIONS FOR CURB CUT RAMPS - PLAN VIEW

NTS

SKEWED RAMP DETAILS

(APPLIES TO TYPE A & TYPE D RAMPS ONLY)
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SLOPE LOWER

LANDING AREA

TOWARDS GUTTER

AT 2.08% MAX

BOTTOM OF RAMP SHALL BE

PERPENDICULAR

TO THE RAMP CENTERLINE.

CURB MAY BE INTEGRAL OR

HEADER TYPE

THERE WILL BE NO SEPARATE

PAYMENT

RAMP VARIES
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CROSSWALK STRIPING

PER GDOT DETAIL T-11A

(TYP.)

MINIMUM WIDTH OF 5' MAY BE INCREASED

AS NECESSARY TO OBTAIN 4' MIN. OFFSET

FROM CROSSWALK LINE - OR FOR TIGHT

RADII CURBS.
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TRANSITION GUTTER

TO 2% OR LESS (TYP.)

60" MINIMUM

60" DESIRABLE

48" MINIMUM

12:1 MAX SLOPE

LANDING

2.08% MAX SLOPE

1-1.5% DESIRED

RAMP

12:1 MAX SLOPE

FLARED

SIDES
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